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M 2.0 2.20-2.45 4.13-4.87 0.27-0.33 0.50-1.00 0.030 5000 280000 1000

M 2.3 2.50-2.75 4.63-5.37 0.27-0.33 0.50-1.00 0.035 5000 240000 1000

M 2.6 2.80-3.05 5.13-5.87 0.27-0.33 0.55-1.10 0.029 5000 200000 1000

M 3.0 3.20-3.50 5.63-6.37 0.35-0.45 0.65-1.30 0.053 2000 170000 500

M 3.5 3.70-4.00 6.55-7.45 0.35-0.45 0.70-1.40 0.070 2000 110000 500

M 4.0 4.30-4.60 7.55-8.45 0.45-0.55 0.80-1.60 0.130 2000 75000 500

M 5.0 5.30-5.60 9.55-10.45 0.45-0.55 0.90-1.80 0.206 1000 35000 200

M 6.0 6.40-6.76 10.45-11.55 0.45-0.55 1.10-2.20 0.235 1000 32000 200

M 7.0 7.40-7.76 11.45-12.55 0.45-0.55 1.20-2.40 0.265 1000 30000 200

M 8.0 8.40-8.76 14.45-15.55 0.45-0.55 1.70-3.40 0.476 1000 15000 200

M 10.0 10.50-10.93 17.45-18.55 0.74-0.86 2.00-4.00 1.050 1000 8500 100

Chemical analysis of raw material: White mech. zinc plating 12my Cr6 free. and limited tightening torques.
see table. Other coatings upon customer request.

Hardness: 430 - 530 Hv. Burnishing and light oiling. Spring washer with reduced thickness and
Tightening torques: see table. Electrozinc plating 6-8 my Cr6 free. outside diameter for light applications

DIMENSIONS AND FEATURES PACKAGING

Dimensions in mm

Technical details: Anticorrosion surface treatment: Features and specific use:

Convexed elastic washer

Rondella bombata

Federscheibe

DIN 137 A
CARBON STEEL C 60  EN 10132
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