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•  Carbon steel C60 EN 10132, hardness 350–425 Hv 
after heat-treatment (hardening and tempering).

•  Stainless steel AISI 304 (INOX A2) EN 10088 
1.4301.

•  Stainless steel AISI 316 (INOX A4) EN10088 
1.4401.

•  Phosphor bronze CuSn8 EN 1652 (N° CW453K).
•  Steel DC01 (1.0330) EN 10139.

Standard 
materials

•  Burnished with slightly protect oiling
•  Electro plating
•  Zinc flake coating DELTA-PROTEKT® and 

Geomet®.
•  Nickel plating
•  Other coatings upon customer request.

Surface 
treatments

Description

Version of DIN 6798 for captive
preassembling. With metric pitch 
screws.

Version of DIN 6797 for captive
preassembling.
With metric pitch screws.

Recommended to be
used only for preassembling
with self-tapping screws.

Our production offers a wide 
range of tooth lock washers for 
several uses and applications.

External teethed washers 
with geometry according 
to the standard DIN 6798 
have teeth on the outer 
edge allowing for maximum 
contact on the biggest 
possible surface area. 
These washers are normally 
designed for use with bolt/
nut assemblies involving 
fasteners of a property class 
less than 8.8.

Internal teethed washers with 
geometry according to the 
standard DIN 6798 have teeth 
that extend inward from the 
inside edge of the washer and are 
recommended when the head 
of the bolt is smaller than the 
external diameter of the washer. 
These washers are normally 
designed for use with bolt/nut 
assemblies involving fasteners of a 
property class less than 8.8.

External teethed and toothed 
for countersunk head washers 
are conical in shape with teeth 
extending outwards and are 
used with countersunk head 
screws with a 90° countersink.
The teeth bite into the 
bearing surface and the 
underhead of the screw to 
oppose the loosening force.

DIN 6798 A

DIN 6907

DIN 6798 J

DIN 6906

DIN 6798 V
DIN 6797 V

PER VITI 
AUTOFILETTANTI

Recommended for the use in 
case of flat surfaces or when the 
bearing surface is greater than the 
external diameter of the washer. 
Suitable in case of fixings with 
weak tightening couples and 
unflat bearing surfaces.

Ideally suited when the diameter
of the bore is larger than the 
diameter of the screw or when 
the bore is lengthened and the 
bearing surface is flat.

Internal toothed washers 
with geometry according to 
the standard DIN 6797 have 
small sharp and twisted teeth 
that extend inward from the 
inside edge of the washer and, 
when compressed, indent 
the bearing surface and the 
bolt’s underhead to provide a 
discrete antiloosening effect.
These washers are normally 
designed for use with bolt/nut 
assemblies involving fasteners 
of a property class less than 6.8.

DIN 6797 A
ASME B 18.21.1

INTERNAL – 
EXTERNAL 
TEETHED LOCK 
WASHERS

DIN 6797 J
ASME B 18.21.1
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DIN 6798 A/J

BOLT 
SIZE

INTERNAL
DIAMETER
MIN.-MAX.

EXTERNAL
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

NUMBER
OF 

TEETH
KG/1000
PIECES *

N° PIECES
STANDARD
PACKAGING

N° PIECES
BULK

PACKAGING

N° PIECES
MICRO

PACKAGING

M 2 2.20  -  2.34 4.20  -  4.50 0.27 - 0.33 9 0.030 5.000 180.000 1.000

M 2.3 2.50 - 2.64 4.70 - 5.00 0.36 - 0.44 9 0.040 5.000 140.000 1.000

M 2.5 2.70 - 2.84 5.20 - 5.50 0.36 - 0.44 9 0.050 5.000 125.000 1.000

M 3 3.20 - 3.38 5.70 - 6.00 0.36 - 0.44 9 0.060 2.000 100.000 500

M 3.5 3.70 - 3.88 6.64 - 7.00 0.46 - 0.54 10 0.100 2.000 65.000 500

M 4 4.30 - 4.48 7.64 - 8.00 0.46 - 0.54 11 0.130 2.000 45.000 500

M 5 5.10 - 5.28 8.64 - 9.00 0.46 - 0.54 11 0.150 1.000 35.000 200

M 5 5.30 - 5.48 9.64 - 10.00 0.55 - 0.65 11 0.230 1.000 20.000 200

M 6 6.40 - 6.62 10.57 - 11.00 0.65 - 0.75 12 0.290 1.000 17.500 200

M 7 7.40 - 7.62 12.07 - 12.50 0.75 - 0.85 14 0.440 1.000 12.000 200

M 8 8.20 - 8.42 13.57 - 14.00 0.75 - 0.85 14 0.515 1.000 10.000 200

M 8 8.40 - 8.62 14.57 - 15.00 0.75 - 0.85 14 0.680 1.000 7.500 200

M 10 10.50 - 10.77 17.57 - 18.00 0.85 - 0.95 16 1.020 1.000 5.000 100

M 12 13.00 - 13.27 19.98 - 20.50 0.94 - 1.06 16 1.260 1.000 3.500 100

M 14 15.00 - 15.27 23.48 - 24.00 0.94 - 1.06 18 1.910 500 2.000 100

M 16 17.00 - 17.27 25.48 - 26.00 1.14 - 1.26 18 2.560 500 1.500 100

M 18 19.00 - 19.33 29.48 - 30.00 1.34 - 1.46 18 4.270 250 900 -

M 20 21.00 - 21.33 32.38 - 33.00 1.34 - 1.46 20 5.300 250 750 -

M 22 23.00 - 23.33 35.38 - 36.00 1.42 - 1.58 20 6.530 200 650 -

M 24 25.00 - 25.33 37.38 - 38.00 1.42 - 1.58 20 6.900 150 600 -

M 27 28.00 - 28.33 43.38 - 44.00 1.52 - 1.68 22 8.790 100 450 -

M 30 31.00 - 31.39 47.38 - 48.00 1.52 - 1.68 22 11.620 100 350 -

DIN 6798 A/J

BOLT 
SIZE

INTERNAL
DIAMETER
MIN.-MAX.

EXTERNAL
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

NUMBER
OF 

TEETH
KG/1000
PIECES *

N° PIECES
STANDARD
PACKAGING

N° PIECES
BULK

PACKAGING

N° PIECES
MICRO

PACKAGING

M 2 2.20 - 2.34 4.20 - 4.50 0.27 - 0.33 6 0.020 5.000 275.000 1.000

M 2.3 2.50 - 2.64 4.70 - 5.00 0.36 - 0.44 6 0.025 5.000 200.000 1.000

M 2.5 2.70 - 2.84 5.20 - 5.50 0.36 - 0.44 6 0.040 5.000 170.000 1.000

M 3 3.20 - 3.38 5.70 - 6.00 0.36 - 0.44 6 0.040 2.000 160.000 500

M 3.5 3.70 - 3.88 6.64 - 7.00 0.46 - 0.54 6 0.070 2.000 80.000 500

M 4 4.30 - 4.48 7.64 - 8.00 0.46 - 0.54 8 0.090 2.000 60.000 500

M 5 5.10 - 5.28 8.64 - 9.00 0.46 - 0.54 8 0.120 1.000 50.000 200

M 5 5.30 - 5.48 9.64 - 10.00 0.55 - 0.65 8 0.175 1.000 35.000 200

M 6 6.40 - 6.62 10.57 - 11.00 0.65 - 0.75 8 0.217 1.000 25.000 200

M 7 7.40 - 7.62 12.07 - 12.50 0.75 - 0.85 8 0.330 1.000 16.000 200

M 8 8.20 - 8.42 13.57 - 14.00 0.75 - 0.85 8 0.400 1.000 12.000 200

M 8 8.40 - 8.62 14.57 - 15.00 0.75 - 0.85 8 0.480 1.000 12.000 200

M 10 10.50 - 10.77 17.57 - 18.00 0.85 - 0.95 9 0.750 1.000 6.000 100

M 12 13.00 - 13.27 19.98 - 20.50 0.94 - 1.06 10 1.000 1.000 4.000 100

M 14 15.00 - 15.27 23.48 - 24.00 0.94 - 1.06 10 1.390 1.000 3.000 100

M 16 17.00 - 17.27 25.48 - 26.00 1.14 - 1.26 12 1.920 500 2.000 100

M 18 19.00 - 19.33 29.48 - 30.00 1.34 - 1.46 12 3.235 500 1.500 -

M 20 21.00 - 21.33 32.38 - 33.00 1.34 - 1.46 12 4.030 250 1.000 -

M 22 23.00 - 23.33 35.38 - 36.00 1.42 - 1.58 14 4.500 250 950 -

M 24 25.00 - 25.33 37.38 - 38.00 1.42 - 1.58 14 4.855 250 850 -

M 27 28.00 - 28.33 43.38  - 44.00 1.52 - 1.68 14 7.350 150 500 -

M 30 31.00 - 31.39 47.38 - 48.00 1.52 - 1.68 14 9.030 150 400 -

DIN 6798 V

BOLT
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER 

~
THICKNESS
MIN.-MAX.

NUMBER
OF TEETH

KG/1000
PIECES

N° PIECES
STANDARD
PACKAGING

M 4 4.30 - 4.48 8.00 0.24 - 0.27 14 0.100 2.000
M 5 5.30 - 5.48 9.80 0.29 - 0.32 14 0.200 1.000
M 6 6.40 - 6.62 11.80 0.39 - 0.42 16 0.300 1.000
M 8 8.40 - 8.62 15.30 0.39 - 0.42 18 0.500 1.000
M 10 10.50 - 10.77 19.00 0.48 - 0.52 20 1.000 1.000
M 12 13.00 - 13.27 23.00 0.48 - 0.52 26 1.500 1.000
M 14 15.00 - 15.27 26.20 0.58 - 0.62 28 1.900 500
M 16 17.00 - 17.27 30.20 0.58 - 0.62 30 2.300 500

DIN 6797 V

BOLT
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER 

~
THICKNESS
MIN.-MAX.

NUMBER
OF TEETH

KG/1000
PIECES

N° PIECES
STANDARD
PACKAGING

M 4 4.30 - 4.48 8.00 0.24 - 0.27 8 0.050 2.000
M 5 5.30 - 5.48 9.80 0.29 - 0.32 8 0.120 1.000
M 6 6.40 - 6.62 11.80 0.39 - 0.42 10 0.200 1.000
M 8 8.40 - 8.62 15.30 0.39 - 0.42 10 0.400 1.000
M 10 10.50 - 10.77 19.00 0.48 - 0.52 10 0.700 1.000
M 12 13.00 - 13.27 23.00 0.48 - 0.52 10 1.200 1.000
M 14 15.00 - 15.27 26.20 0.58 - 0.62 12 1.300 500
M 16 17.00 - 17.27 30.20 0.58 - 0.62 12 1.300 500

Dimensions 
and features

Dimensions 
and features

DIN 6798 A DIN 6797 ADIN 6798 J DIN 6797 JDIN 6798 V DIN 6797 V

*   The specified values refer to the version DIN 6798 A in carbon steel.

Standard materials: carbon steel, stainless steel A2 (AISI 304), stainless steel A4 (AISI 316), phosphor bronze.

Standard material: carbon steel.

* The specified values refer to the version DIN 6797 A in carbon steel.

Standard materials: carbon steel, stainless steel A2 (AISI 304).

Standard material: carbon steel.
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ASME B 18.21.1  EXTERNAL TEETH

SCREW 
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

NUMBER
OF TEETH

KG/1000
PIECES

N° PIECES
STANDARD
PACKAGING

N° PIECES
BULK

PACKAGING

N.10 4.95 - 5.18 10.03 - 10.31 0.45 - 0.61 8 0.155 1.000 30.000

1/4" 6.50 - 6.73 12.54 - 12.85 0.59 - 0.71 10 0.300 1.000 15.000

5/16" 8.12 - 8.43 14.93 - 15.26 0.71 - 0.86 8 0.530 1.000 10.000

3/8" 9.75 - 10.05 17.27 - 17.62 0.81 - 1.01 12 0.750 1.000 7.500

7/16" 11.37 - 11.70 18.90 - 19.30 0.81 - 1.01 12 1.165 1.000 5.000

1/2" 13.03 - 13.43 22.35 - 22.80 0.94 - 1.14 12 1.360 1.000 3.750

1" 26.03 - 26.92 40.39 - 41.15 1.50 - 1.70 14 7.800 150 500

ASME B 18.21.1  INTERNAL TEETH

SCREW 
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

NUMBER
OF TEETH

KG/1000
PIECES

N° PIECES
STANDARD
PACKAGING

N° PIECES
BULK

PACKAGING

N.10 4.95 - 5.18 9.37 - 9.67 0.45 - 0.61 8 0.153 1.000 35.000

1/4" 6.50 - 6.78 11.83 - 12.14 0.59 - 0.71 8 0.300 1.000 15.000

5/16" 8.12 - 8.43 15.08 - 15.41 0.71 - 0.86 8 0.530 1.000 10.000

3/8" 9.75 - 10.05 17.20 - 17.57 0.81 - 1.01 10 0.750 1.000 7.500

7/16" 11.37 - 11.70 19.58 - 20.04 0.81 - 1.01 10 1.164 1.000 5.000

1/2" 13.00 - 13.43 22.02 - 22.42 0.94 - 1.14 10 1.360 1.000 3.750

1" 25.88 - 26.49 40.97 - 41.57 1.50 - 1.70 14 7.800 150 500

WITH DOUBLE TEETH

SCREW 
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

HEIGHT
MIN.-
MAX.

NUMBER 
OF INTERNAL

TEETHI

NUMBER
OF EXTERNAL

TEETH
KG/1000
PIECES

N° PIECES
STANDARD
PACKAGING

N° PIECES
BULK

PACKAGING

M 4 4.20 - 4.38 15.17 - 15.60 0.77 - 0.83 2.00 - 2.80 7 16 1.100 1.000 6.500

M 5 5.10 - 5.28 17.47 - 17.90 0.77 - 0.83 2.00 - 2.80 7 16 1.450 1.000 5.000

M 6 6.10 - 6.32 17.70 - 18.20 0.87 - 0.93 2.25 - 3.15 8 16 1.530 1.000 4.500

M 8 8.20 - 8.42 21.73 - 22.25 0.96 - 1.04 2.50 - 3.50 10 16 2.490 500 2.750

M 10 10.20 - 10.47 25.58 - 26.10 1.06 - 1.14 2.60 - 3.85 12 18 3.770 500 1.750

M 12 12.50 - 12.77 29.78 - 30.30 1.16 - 1.24 3.00 - 4.20 12 18 5.400 200 1.000

M 16 16.30 - 16.73 35.48 - 36.10 1.36 - 1.44 3.50 - 4.90 12 20 8.700 250 800

DIN 6798 V

SCREW 
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

NUMBER
OF TEETH

KG/1000
PIECES *

N° PIECES
BULK

PACKAGING

M 2.5 2.25 - 2.35 5.32 - 5.50 0.36 - 0.44 9 0.055 125.000

M 3 2.70 - 2.80 5.82 - 6.00 0.36 - 0.44 9 0.070 100.000

M 3.5 3.20 - 3.32 6.78 - 7.00 0.46 - 0.54 10 0.120 65.000

M 4 3.60 - 3.72 7.78 - 8.00 0.46 - 0.54 11 0.155 50.000

M 5 4.55 - 4.67 8.78 - 9.00 0.55 - 0.65 11 0.210 35.000

M 6 5.50 - 5.62 10.73 - 11.00 0.65 - 0.75 12 0.390 20.000

M 8 7.40 - 7.55 13.73 - 14.00 0.75 - 0.85 14 0.620 10.000

DIN 6906

SCREW
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

NUMBER
OF TEETH

KG/1000
PIECES

N° PIECES
BULK

PACKAGING

M 2.5 2.25 - 2.35 5.32 - 5.50 0.36 - 0.44 6 0.045 170.000

M 3 2.70 - 2.80 5.82 - 6.00 0.36 - 0.44 6 0.050 160.000

M 3.5 3.20 - 3.32 6.78 - 7.00 0.46 - 0.54 6 0.080 100.000

M 4 3.60 - 3.72 7.78 - 8.00 0.46 - 0.54 8 0.100 60.000

M 5 4.55 - 4.67 8.78 - 9.00 0.55 - 0.65 8 0.165 40.000

M 6 5.50 - 5.57 10.73 - 11.00 0.65 - 0.75 8 0.220 25.000

M 8 7.40 - 7.55 13.73 - 14.00 0.75 - 0.85 8 0.400 12.000

PER VITI AUTOFILETTANTI

SCREW
SIZE

INTERNAL 
DIAMETER
MIN.-MAX.

EXTERNAL 
DIAMETER
MIN.-MAX.

THICKNESS
MIN.-MAX.

HEIGHT
MIN.-MAX.

KG/1000
PIECES

N° PIECES
BULK

PACKAGING

M 3.5 3.04 - 3.09 8.90 - 9.10 0.55 - 0.65 1.43 - 1.57 0.250 35.000
M 3.9 3.35 - 3.40 8.90 - 9.10 0.55 - 0.65 1.43 - 1.57 0.255 35.000
M 4.2 3.60 - 3.65 8.90 - 9.10 0.55 - 0.65 1.43 - 1.57 0.245 35.000
M 4.2 3.60 - 3.67 7.78 - 8.00 0.46 - 0.54 1.23 - 1.37 0.155 50.000
M 4.8 4.07 - 4.13 10.90 - 11.10 0.75 - 0.85 1.90 - 2.10 0.515 17.500
M 5.5 4.53 - 4.59 10.90 - 11.10 0.75 - 0.85 1.90 - 2.10 0.500 17.500
M 6.3 5.37 - 5.42 10.90 - 11.10 0.75 - 0.85 1.90 - 2.10 0.455 17.500
M 6.3 5.37 - 5.42 12.40 - 12.60 0.75 - 0.85 1.90 - 2.10 0.640 12.000

INTERNAL – 
EXTERNAL 
TEETHED 

LOCK 
WASHERS

ASME B 18.21.1  
EXTERNAL 
TOOTHED

ASME B 18.21.1 
INTERNAL 
TOOTHED

DIN 6907 DIN 6906 FOR SELF-TAPPING 
SCEWS

Dimensions 
and features

Dimensions 
and features
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Standard material: carbon steel C60.

Standard material: carbon steel C60.

Standard material: carbon steel C60. *  The specified values refer to the version DIN 6907 in carbon steel.

Standard materials: carbon steel C60, stainless steel A2 (AISI 304). 

Standard material: carbon steel C60.

Standard material: iron DC01.
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Tel.: +39 (039) 953-5300
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Via Nazionale 3
23885 Calco (LC), Italy
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Over 4.500 standard washers 
according to DIN, ASME, 
NFE and other international 
standards.

More than 2.500 special 
items manufactured 
according to customer’s 
specifications or drawings.

Our 
Products

TEETHED AND 
TOOTHED WASHERS

COILED SPRING 
WASHERS

FLAT 
WASHERS

SEALING PUSH-IN 
CAPS

SPECIAL PRODUCTS ACCORDING TO CUSTOMER DRAWING

CONICAL ELASTIC 
WASHERS

COILED SPRING 
WASHERS FOR 
RAILWAY TRACKS

ELECTRIC TERMINAL 
WASHERS

SAFETY 
WASHERS

RIBBED CONICAL 
ELASTIC WASHERS

CONVEXED AND 
CORRUGATED 
ELASTIC WASHERS

SPHERICAL 
WASHERS 

WEDGE-LOCK 
WASHERS
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